Category
Dataset

Description

Data
Currency

Dataset
Status

Access

Data
Quality

Element
Title
Custodian
Jurisdiction
Abstract

Search
Word(s)
Geographic
Extent
Name(s)

Geographic
Extent
Polygon(s)

Beginning
date
Ending date

Progress

Maintenance
and Update
Frequency

Stored Data
Format

Available
Format Type

Access
Constraint

Lineage

Positional
Accuracy

Attribute

ANZLIC Core Metadata Elements

Comments
Conductive soils
Geoscience Australia
Australia
Conductivity of soils in the top 2 metres

Murray Basin, soils, conductivity

River Murray Corridor
[from the SA border to Gunbower]

Left: ~ 496400.00 Right: 816659.96
Top:  6246400.00 Bottom: 6010458.19
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Complete

As required

DIGITAL — ERMapper bil file

DIGITAL - ERMapper bil file

Any restrictions or legal prerequisites applying to the use of the dataset,
eg. licence.

AEM slice 00 - -02m was used to calculate 2 classes. Subsequent image
saved as an ERMapper bil file

+/-80m

The allowable error in attribute accuracy ranges from 0.5% to 5%, at a
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99% confidence level

Data have been checked visually on plots and for consistency using in-
house routines and Arc/Info GIS software. As much as possible, every
effort has been made to ensure that the accuracy and standards have been
maintained.

All instances of a feature and its attribute values that appear on the source
material are captured. As much as possible, every effort has been made to
ensure that the accuracy and standards have been maintained.

Geoscience Australia
The relevant position in the Contact Organisation.
GPO Box 378

As above

Canberra

ACT

Australia
2601

02 6249 9135
02 6249 9984

Electronic Mail Address of the Contact Position.

June 2008

Additional Metadata Elements for Data Transfer Purposes

Element Comments
Horizontal Coordinate Universal Transverse Mercator
System
Horizontal Coordinate MGA Zone 54
Parameters
Geodetic Model GDA 94
Vertical Coordinate AHD
System
Cond_soils
In decimal degrees
Raster Type West: 143.635508

East: 144.514060
North: -35.350628



Entity and
Attributes

Entity Description

Attribute Details

South: -36.018868

In projected or local coordinates
Left: 739428.550000

Right: 816788.550000

Top: 6082493.000000

Bottom: 6010693.000000
Spatial data description

Raster dataset information
Raster format: BIL

SDTS raster type: Pixel
Number of raster bands: 3
Raster properties

Origin location: Upper Left
Has pyramids: FALSE

Has colormap: FALSE

Data compression type: None
Display type: pixel codes

Cell information

Number of cells on x-axis: 1934
Number of cells on y-axis: 1795
Number of cells on z-axis: 1
Number of bits per cell: 8

Cell Size

X distance: 40.000000

Y distance: 40.000000

Sands_dunes_prelim
Note : Preliminary interpretation only

AEM slice 00 - -02 used. Algorithm divided data into 2
classes, <0.15 and > 0.15

Conductive soils (S/m)
< 0.15 (sand rich)

> 0.15 (mud rich)

Interpretation ba sed o AEM slice 0 to 2in
below tie present Inndscape



