SURVEY 133
PROJECT

Officer Basin tests 1991.

SURVEY NUMBER
133

BASIN

Officer Basin, S.A.

MAP SHEETS
1250000

SH/52‑15, SH/52-11

Coompana, Cook

LOCATION

W. Longitude


130.00

E. Longitude


130.50

N. Latitude


30.50

S. Latitude


31.50

TRAVERSES
LINE

STATIONS

LENGTH (m) 

91-ob1u
1001-1096

950

91-ob1n
1001-1096

950

91-ob1k
2001-2096

3800

91-ob1p
2001-2096

3800

91-ob2u
4001-4096

3800

91-ob2n
3001-3096

950

91-ob2k
4001-4096

3800

91-ob2p
4001-4096

3800

EQUIPMENT

Amplifiers


SERCEL SN368 96 channel.

Geophones


GSC20D 8Hz.

FORMAT

6250BPI GCR, SEG‑D

PARAMETERS
Sampling rate

2 ms  

Filters



8‑178 Hz.

Charge size


variable

Shot Hole Depth

variable

GEOMETRY

Spread


1‑96 continuous.

Geophone spacing

10 or 40 metres.

Geophone pattern

variable.

CDP fold


N/a

DATA


Field Tape Numbers

Line 1

91‑099 to 91‑104

Record Boxes

133‑RBxxx to RBxxx continuous.

Cylinders

*** to ***

RESULTS

Drawing Office Numbers

Publications
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