SURVEY 25
PROJECT

Busselton, W.A., 1956.

SURVEY NUMBER
25

BASIN

Perth

MAP SHEETS
1250000

SI/50‑05, SI/50‑06

Busselton, Collie

LOCATION

W. Longitude


115.0

E. Longitude


116.0

N. Latitude


33.5

S. Latitude


33.75

TRAVERSES
A, B, C

EQUIPMENT

Amplifiers


TIC 521, 24 channel.

Magnetic Tape

None

Geophones


TIC 20Hz.

FORMAT

Monitor records only.

PARAMETERS
Low‑cut filter


not stated.

High‑cut filter


not stated.

Charge size


5 to 10 lbs. (GEOPHEX)

Shot Hole Depth

65 to 100 feet.

GEOMETRY

Spread


1320‑0‑1320 feet (split).

Geophone spacing

110 feet.

Geophone pattern

4 in line 5 feet apart.

CDP fold single

DATA


Tape Boxes

None

Record Boxes

25‑RB90 to 25‑RB94 continuous.

Data Sheet Boxes

SURVEY 25‑1

Cylinders

70

RESULTS

Drawing Office Numbers

G251‑2(1962/108)

G193‑7, 54, 55, 56, 58, 72(1962/108)

Publications

Lodwick K.B. Busselton seismic reflection survey, Western Australia, 1956. Bureau of Mineral Resources, Australia, Record 62/108.

STORAGE

Australian Archives (AGSO file 1981‑142)

Tape Boxes


A1725

Record Boxes

A1724

Data Sheet Boxes

A5692

PEDIN

Unique Survey Number
S6560021

Date of Entry


July 1986

