SURVEY 71
PROJECT

S.Georgina, Cockroach.QLD, 1964.

SURVEY NUMBER
71

BASIN

Georgina 

MAP SHEETS^t1250000

SF/53‑12 

Tobermory

LOCATION

W. Longitude


137.25

E. Longitude


137.5 

N. Latitude


22.25

S. Latitude


22.5 

TRAVERSES
A

EQUIPMENT

Amplifiers


HTL 7000B, 24 channel. 

Magnetic Tape

Electro‑Tech DS7‑700

Geophones


HS‑J 20 Hz. 

FORMAT

Analogue, ampitude modulation. 

PARAMETERS
Low‑cut filter


K18 Hz

High‑cut filter


K160 Hz 

Charge size


Single holes 60 lb, 5x20 lb,

10x10 lb, 20x2.5 lb, 20x5 lb. 

Shot Hole Depth

105 ft, 30 ft.

GEOMETRY

Spread


1800‑0‑1800 feet (split).

Geophone spacing

150 feet. 

Geophone pattern

8 in line 20 ft.apart.

4 lines, 30 ft. between lines. 

CDP fold


single

DATA


Tape Boxes 

71‑TB109 to 71‑TB118 continuous. 

Record Boxes 

71‑RB289 to 71‑RB298 continuous.71‑RB300.

Data Sheet Boxes 

SURVEY 71‑1

Cylinders

None 

RESULTS

Drawing Office Numbers

F53/B3‑94, 97, 98, 101, 102(1966/75)

Publications

Chenon C. Cockroach Waterhole Area, Experimental Seismic Survey Northern Territory, 1964. Bureau of Mineral Resources, Australia, Record 66/75.

STORAGE

Australian Archives (AGSO file 1981‑142)

Tape Boxes


A1725 

Record Boxes

A1724

Data Sheet Boxes

A5692

PEDIN

Unique Survey Number
S4640059

Date of Entry

July 1986 

