SURVEY 125
PROJECT

Tumut Trough Seismic Survey 1987.

SURVEY NUMBER
125

BASIN

Tumut Trough

MAP SHEETS
1250000

SI/55‑15

Wagga Wagga

LOCATION

W. Longitude


148.0

E. Longitude


148.5

N. Latitude


35.0

S. Latitude


35.25

TRAVERSES
LINE
STATIONS

LENGTH (km)

1
1218 to 1998

45

EQUIPMENT

Amplifiers


SERCEL SN368 96 channel.

Geophones


GSC20D 8Hz.

FORMAT

6250BPI GCR, SEG‑D

PARAMETERS
Sampling rate

2 ms  

Filters



8‑178 Hz.

Charge size


8 Kg or 12 Kg

Shot Hole Depth

Nominal 30 m, avge 18 m.

GEOMETRY

Spread


72 to 96 channels, no gap.

Geophone spacing

60 metres.

Geophone pattern

16 in line 4 metres apart.

CDP fold


Nominal 6 fold.

DATA


Field Tape Numbers

Line 187‑001 to 87‑007

Record Boxes

125‑RB938 to RB941 continuous.

Cylinders

*** to ***

RESULTS

Drawing Office Numbers

26‑I55‑15‑1 (1987/62), 26‑I55‑15‑3 (1987/62)

Publications

Leven J.H., Rickard M. Tumut Trough Seismic Survey, NSW, 1987 Operational Report. Bureau of Mineral Resources, Australia, Record 1987/62.

STORAGE

Australian Archives (AGSO file 1981‑142)

Magnetic Tapes

A4729

Record Boxes

A1724

Data Sheet Boxes

A5692

Processed Tapes

87/001 to 87/021

AGSO Copy Service

Shot Point Location Map

Final section

PEDIN

Unique Survey Number
S2870006

Date of Entry


February 1990

